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Technical Specifications

Frequency

Transmitting      1626,5MHz - 1660,5MHz
Receiving          1525,0MHz - 1559,0 MHz

Communication Services

Voice                 4kbps, 3.1kHz
Standard IP       284/284kbps
Streaming IP     32, 64, 128 kbps
Fax                    G3
SMS                  Up to 160 characters

BDU

Weight               3.1kg
Dimensions       314.7x295x59.4 mm
Expansion Slot
Dimensions       93x76x17 mm
Storage
Temperature      -40ºC to +80ºC
Operational
Temperature      -25ºC to +55ºC

Handset

Weight               80 grams
Dimensions       140x55x20 mm

Antenna

Weight               3.8kg
Dimensions       H 277xD 319.5 mm
Storage
Temperature      -40ºC to +80ºC
Operational
Temperature      -25ºC to +55ºC
Cable                 50 meters at RG214

Power Supply 12VDC -10%
                                to 24VDC +30%

Interface

  2Ports RJ11
  4Ports RJ45
  1Expansion Slot
  Power LED Indicator

Router

LAN  / Ethernet      4x10 Base -T Ethernet
                              Ports including  2 PoE
LAN / Standard     IEEE 802.3 10 Base-T
                              Ethernet
LAN / Network
Protocols                TCP/IP, NAT, PAT, HTTP,
                              DHCP Server, MAC

Ship Motion

Roll                        +30º/8
Pitch                      +1º/6s
Yaw                       +8º/50s
Surge                     0.2g
Sway                      0.2g
Heave                    0.5g
Turning Rate         +/-6 deg/s
Headway               30Knots

SATLINK, S.L.
Avda. de la Industria, 53-Nave7
Polígono Industrial de Alcobendas
28108-Alcobendas (Madrid)
Spain

Tel.: +34 91 327 21 31
Fax: +34 91 327 21 69
e-mail: info@satlink.es

SATLINK, S.L.
Galicia
C/Julian Estévez, 20 Bajo
36207 - Vigo
Spain

Tel.: +34 986 443 765
Fax: +34 986 443 766
e-mail: galicia@satlink.es

SATLINK, S.L..
Manila
Philippines
Tel.: +63 2 9178731743
e-mail: ejs@satlink.sc

SATLINK, LTD
Seychelles
SITZ - Mahe - Seychelles

Tel.: +248 52 62 55
e-mail: jag@satlink.sc

LINKSAT SOLUTIONS S.A.
Calle M3 y Av. 24,
Edificio Fortaleza
Piso 3, Oficina 3C
Manta, Ecuador

Tel.: +593 5 2611823
Móvil: +593 8 4998239
e-ma i l :  f ts@sat l ink .es

SATLINK FB250


